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THIS DRAWING IS THE COPYRIGHT OF
THE ARCHITECT:

1. All Dimensions are in millimeters unless otherwise
stated.

2. Dimensions are to be read and not to be scaled off the
    drawing.

3. Any discrepancy in dimensions to be reported to the
    Architect.

4. Depth of the foundation to be determined on site.

5. All Black cotton soil to be removed from built up area

6. PV denotes permanent ventilation to be provided on
    openings as shown on the drawing.

7. DPC Denotes damp proof course to be provided on
walls   as shown on the drawing.

8. Drain pipes passing under building or driveway to be
    encased in 150mm dia concrete surround.

9. Structural work to conform to Structural Engineers
   Specifications.

10. I.C. Denotes Inspection Chambers, to have
450x600mm   cast iron cover.

11. G.T. Denotes Gully Traps, to be 200x200mm with
metal    cover.

FIRE FIGHTING NOTES:

1. Provide 2 No. 30m long horse reel per floor.

2. Reserve 4,500 gallons of water for horsereel

    and connect them to an automatic booster pump

     in the high level water storage pump
3. Provide 2 sets of 1 No. 6kgs dry powder and

    1 No. 4.5 kgs CO2 portable fire extinquisher per floor.

4. Provide an electric fire alarm system and flame detector

5. Allow for extra 2 No. 4.5 Kgs CO2 portable fire

    extinquishers per floor

6.Provide emergency lighting system & fire exit

   signs on every floor

7.Install sprinkler system in the parking areas i.e basement
8.Install dry and wet riser system with leading valve

   on every floor,1X20 M delivery hose and 1 No.

   hand control branch
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Upper Floor Plan
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Ut enim ad minim veniam, quis 
nostrud exercitation ulla.

Ut enim ad minim veniam, quis 
nostrud exercitation ulla.

Ut enim ad minim veniam, quis 
nostrud exercitation ulla.

Ut enim ad minim veniam, quis 
nostrud exercitation ulla.

Y o u r  T i t l e  H e r e

Solian is a trusted brand of integrity, Innovation & customer centricity. We create True value, True 

wealth 

Marijani is located 200 meters from Vipingo Beach with a direct Beach access which is secure and 

well maintained.

Title deeds are transferable to the buyer upon completion of payment. 

0711082500
www.solian.co.ke | www.marijani.co.ke

SOLIAN is an investment company providing housing solutions in 
Kenya by undertaking development of gated communities, 

affordable housing, hospitality- grade units
 and commercial spaces


